LFR-FSW - Task #908

Delivery 3.1.0.6
17/01/2017 01:47 PM - paul leroy

Status: Closed Start date: 17/01/2017
Priority: Normal Due date:

Assignee: Veronique bouzid % Done: 0%
Category: Estimated time: 0.00 hour
Target version: Spent time: 0.00 hour
revision:

Description
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*** 3,1.0.6 *** 17 JAN 2017

__ fsw Changeset: 333 (5bbd6be9fddc)

Correction of a bug in set_sy_lfr_kcoeff (misalignment)
Bug #906 calibration signal

alignment added to variables initialized by memset
enterModeTime is read by bytes

History

#1-17/01/2017 01:48 PM - paul leroy

- Assignee set to Veronique bouzid

#2 - 17/01/2017 03:12 PM - Veronique bouzid

- Status changed from New to Closed

Installation du software le 17/01/2017
dans /opt/LFR/LFR-FSW/3.1.0.6
Adaptation des scripts pour utiliser cette version.

Voici donc le nouvel environnement de test

FSW 3.1.0.6

VHDL 3.1.91

PFM sans Timegen

SocExplorerEngine.getSocExplorer: Version = 0.7.0, Branch = 0.6, Changeset = c459540a6dbd+
StarDundee

1er test /home/validation/SCRIPT/just_hk_survey.py
--> ok

2eme test /home/validation/SCRIPT/R3+/send_one_tc_load_kcoeff.py
--> ok

La campagne de tests est donc lancée sur cette version.

Files
README 20.6 KB 17/01/2017 paul leroy
fsw-3-1-0-6 4.03 MB 17/01/2017 paul leroy
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